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(57) Abstract 

To closely simulate the experience of an end user, a software agent executes where the end user would be situated and attempts to 
exercise a computer resource such as a networked application or a network resource in a simulated transaction in exactly or nearly exactly 
the same way that the computer resource would be exercised by the end user in non-simulated transaction. The results of the simulated 
transaction and of other simulated transactions by other software agents are communicated to a central software system for recordation and 
analysis. 
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EVALUATINS COMPUTER RESOURCES BY END-USER EMULATION 

' Cross-Reference to Related Applications 
This application claims the benefit of United States Provisional 
5 Application Serial No. 60/102579 entitled "MANAGING COMPUTER 

NETWORK RESOURCES" filed on September 30, 1998, which is incorporated 
herein. 

Background 

10 The present invention relates to a method and apparatus for evaluating 

computer resources. 

To efficiently manage and troubleshoot computer resources such as 
software applications on a network, an administrator needs information about 
the status of the computer resources and communication paths on the network. 

15 To effectively monitor the resources and the network, the administrator needs 
information regarding the availability and performance of networked 
applications and the ability of the network to provide access to the networked 
applications. Such detailed information is important for management of the 
computer resources and the network so that the configuration of the resources 

20 or the network can be modified or supplemented as needed. Preferably, these 
modifications or supplements are put in place before major problems occur. 
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Currently, the information that is available about a software application 
running on a server may be derived from information that is accessible to the 
server or the application, and the information that is available about a network 
may be derived from information gathered by a network analyzing product 
such as a network sniffer, which is a device that is inserted into a segment of 
the network to monitor the packets that are traveling along the communication 
line into which the sniffer has been inserted. 

The increasing popularity and complexity of Web site and networked 
database applications that are dependent on the Internet, or on a network 
using Internet protocols, has further complicated the administrative task, 
including the task of managing Web site database content and maintaining 
Web site effectiveness. Company Webmasters and business managers are 
routinely faced with a wide array of burdensome issues such as the detection, 
identification, and repair of broken Web sites and links, the monitoring and 
organization of large volumes of diverse, continuously-changing Web site and 
networked database content, and the detection and management of Web site 
problems and congested links. These issues are particularly significant for 
companies that rely on their Web sites to provide mission-critical information 
and services to customers and business partners. 
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'-mmmnry Tnvention 
A method and apparatus are provided for evaluating computer 
resources. To closely simulate the experience of an end user, a software agent 
executes in a location where the end user would be situated and attempts to 
exercise a computer resource such as a networked application or a network 
source in a simulated transaction in exactly or nearly exactly the same way 
.ha, the computer resource would be exercised by the end user in a non- 
simulated transaction. The results of the simulated transact and of other 
simulated transactions by other software agents are communicated to a central 
software system for recordation and analysis. 

The method and apparatus may be used with the World-Wide Web or 
the Interne, or with a local area network <XAN"> or a wide area network 
(•■WAN") that extends over a large enterprise and includes a number of LANs 
connected together in an "intranet" 

Different aspects of the invention allow one or more of the following. 
An end-to^d evaluation can be performed of the ability of an overall system, 
.hat includes an application running on a server and a network providing 
access to the application, to serve an end-user effectively. A pro-active 
detection system can be provided that detec* a prob,em in the overall system 
, before the problem affects, or is detected by, an end-user. Simulated 

transactions tha, are highly representative of non.imuU.ed transactions can be 
executed usmg the same computer resources mat are used by the non- 



WO 00/19320 



PCT/US99/22787 



-4- 

simulated transaction, Eating computer and network hardware already 
stalled in a network can be used highly effectively to evaluate computer 
purees on the network. Evaluations of computer resources on a network 
can be performed a, effectively any time with little or no disruption to the 
5 normal operation of the computer resources or the network. 

Other features and advantages wu. become apparent from the following 
description, including the drawings, and from the claims. 

Brj» f TVscri ritinn 111" ""wines 
,0 Figs. 1-2 and 7 are block diagrams of computer-based systems. 

Pigs. 3A-6 are flow diagrams of computer-based procedures. 

Prtni 1 ^ rtesrriprion 
A Synthetic Transactions system that simulates the actions of an actual 
15 distributed network software application may be used to evaluate computer 
resource (e.g., application, response time or availabitity over a computer 
network. In a, leas, some cases, the evaluations are taken from the perspective 
of an end user (which may be a human being or a software program), so that 
the evaluations reflect the application response time and availability that 
20 would likely be experienced by the end user. 

As described in detai. below, a Synthetic Transaction is a simulated 
application transaction. In a, leas, some cases, ,. is advantageous if the 
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si muU,ed transaction is generated by an intelligent agen, software system to 
eva.ua* a computer resource. For example, in a typical case concerning 
^./server technology on a network a Synthetic Transactions software agen, 
emuia.es a client side of a client/server transaction so tha, what happens on 

hap pen if the transact were initiated by an actual end user on the client 
si de. nve agen, may execute a, a point on the ne*vo* that is highly 

of .social communication across the netwo* closely simuiates the pa* of 

• * f i, or likely would be, associated with an actual end user. 
0 communication that is, or luceiy wow 

Fig ! illustrates reiationships among components of an example 
cementation CNextFoin. S3", of me Synthetic Transactions system, 

described in more detail below. 

jn the Synthetic Transactions system, an application response time - an 
15 m - of time between two events in the course of a transact Typically, 
me application response tUne is an amount of time between a nme when a 

i„«„ n i« Marted by the software agent and a later 
transaction involving an application is started by 

to e when the transition is completed (e.g„ when the las, protocol message 
has been processed,. However, intermediate points in me course of the 
,0 .ransack could be used where appropriate. TypicaUy, me applicauon 

^ponse time .dudes any time spent in the — n due ,o Utencies in the 
computer network, me appUcation serve, any additional backend servers such 
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. a database serve,, as well as toe spent by the software agent (e.g., in 
processing application protocol messages). 

An overaU application response time measured by a software agent may 
.dude muitiple components, such as time spent on the — and time 

ame spent lor individual queries in a database application. 

One or more or many methods could be used in determining how much 

„ «mo i<5 attributable to network travel time 
of an overall application response time is attribut 

v onse ^ to time spent in processing by the application 
("network response time ; ai^ ^ 
10 (. processing response «, respectively, m a « example method, an 
ine. Control Message Protocol PacKet ..erne, Croper ("ICMP Pmg , 
protocol —ion is used to determine the netwo* response time. An 
CMP Ping protocol transaction transmission is sen. sin—sly. or nearly 
^taneously, with an application protocol message » the application server. 
15 At the appucanon server, the !CMP P*g P-co, — n —on ^ 
p r«esseda,a,ow level wimou, .volv.g - a PP Uca tt on softwa,,o ^uea 
iponse. ^eamoun,o fto etha,passes b etweenmesend l ngo f me 1 CMP 

Ping protocol — and the receiving - -he - 
networ.response.me. The processing response time may be determm^y 
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In a second example method, a Transmission Control Protocol/Internet 
Protocol ("TCP/IP") socket connection time is determined and used to 
determine the network response time. An initial step in executing any TCP/IP 
network application transaction is the establishment of a TCP/IP socket 
5 connection between me client and the server, which establishment is used in 
the second method to measure the network response time. The establishment 
of the socket connection does involve the application on the server, because the 
connection is no. successful unless the application accepts the connection, but 
such involvement does not include hard disk access or back end server 
10 components and therefore takes up relatively insignificant time. The network 
response time is taken to be the TCP/IP socket connection time (i.e„ the 
amount of time needed to establish the socket connection, and the processing 
response time is determined by subtracting the network response time from 
the overall application response time. 
15 An advantage of the second example method is mat the measurement is 

made using the same network pa* that is used in typical non^valuative 
transactions between the cUen, and the serve, ,„ the case of the first example 
method, an ICMP Ping transmission may be filtered out by an intermediate 
network processor such as a firewall, or a network device providing Quality of 
20 Service CQOS") services in place within the computer network may cause the 
,CMP Ping transmission to be given a priority that is different from the 
priority ma, a typical non-evaluative transmission would be given. Such a 
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difference in priori* may affect «he network path foUowed or the processing 
to e for .he 1CMP Ping transaction a. me server, which wouid skew me 
evaluation of the network response time. 

ta a specific implementation, multiple methods, such as both the firs, 
5 and second examp.e methods described above, may be made available for 

selection and execution. 

Application avaUability is determined based on whether the application 
spends to a Synthetic Transactions transmission, regardless of the response 
Ume If a response to the Synthetic Transactions transmission is received 
10 before a designated expiration time has passed, the application is noted as 
available. Otherwise, the application is noted as unavailable. 

Synthetic Transactions may be execute* on a scheduled basis such as a 
periodic basis, or on user demand. For example, a Synthetic Transaction may 
^tedly exercise a specific application function, such as reading a customer 
15 record from a database. As a result, a baseline of expectations for the latency 
of the transaction being simulated may be established, and deviations from the 
baseline may be interpreted as indicating abnonna. functioning of the 
counter network or the appHcation. In cases in which the network response 
to e and the processing response time are determined separately and 

be isolated to the network or the application, respectively. See me 
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economy signed, simultaneously filed UnUed Sta.es Paten, Application 
entitled "MANAGING COMPUTER RESOURCES". 

Synthetic Transactions may be executed for a, least the following 
network appHcation technologies: .CMP Ping, Dynamic Host Control Protocol 
i ("DHCP")/ Domain Name Service ("DNS"), Post Office Protocol 3 ("POPS"), 
Simple Mail Transfer Protocol ("SMTP!, Standard Query Language ("SQL") 
Database queries. Hypertext Transport Protocol ("HTTP") web applications, 
eCommerce, SAP/R3. PeopleSoft, Lotus Notes, Microsoft Exchange and V„,ce 
over fP, Synthetic Transactions are no. limited to mteme, Protocol network 
0 applications and may be used for Systems Network Architecture ("SNA"), 
tatemet Protocol Exchange ("IPX"), or Applets network applications, for 
example. AU or a par. of a network application may be eva.ua.ed trough the 
use of Synthetic factions. In a .ypical implementation, a se, of Synthetic 
Transactions is developed ,o evaluate common and important operations 
15 performed by .he application. The user may be required .o supply parameters 
specify a particular instance of me application .o be used. Por example, 
, he parameters may indude me name of a server and a usemame and 
password to log into an application on the server. 

m at .east some cases, it may be advantageous if each se, of Synthetic 
20 Transactions for an application has charac^ristics ma. are particularly 

appropriate for that application. AHhough the software agen. may provide a 
common mfrasti.cbore for all transactions, the transactions for evaluations of a 
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pabular application may be tied „ «ha« application. For example, SQL scnpts 
are support by Static Transactions for database queries, The SQL scripts 
allow for effectively infinite flexibility in the number and type of database 
related Synthetic Transact mat may be executed. In another example, a 
5 Synthetic Transaction fo evaluate an ability to >«* up an mteme, Domain 
N ame by the Domain Name Servi« may have characteristics that render the 
taction significantly less useful for another type of evaluation. 

,n a, least some cases, the software agent generates a Synthetic 
Transaction by aeating a se, of network protocol messages that are 
10 appropriate for an application that is being evaluated. For example, as 

described in more detail below, to measure response time concerning a Web 
application, the software agent may build and generate HTTP protocol 
messages, to emulate a Web browser function. In such a case, a speohc 
Uniform Resource Locator ("URL") identifier for a Web page is encoded in one 
15 or more of the HTTP protocol messages and the software agent attempts to 
retrieve all or a portion of the Web page specified by the URL identifier. 

mformauon generated from a Synthetic Transaction may be temporal 
stored by the software agent and may be subsequently sen, ,0 a centra, server 
for long term storage and for further processing and analysis. The software 
20 agent may be controlled by software a, the central server, for a purpose such 
as so that the software agent is specifically directed to generate information 
needed by the <*ntra, server for analysis o, the network or computer resources. 
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For example, software a. the central server may determine a set of Synthetic 
Transactions to be executed and the schedule for the execution of such 
transactions, and then may apply the se, and the schedule * the software 
agent, which may men execute autonomously to generate the information 
5 needed by the software a. the central server. (In certain implementations, the 
software agent may be able to create, specify, or vary the se, or the schedule, 
perhaps in response to varying conditions or inputs.) 

Synthetic Transactions may be used to measure throughput, e.g., by 
keeping track of how much time is required for an amount of data to pass 
10 through a particular point in the network. 

A specific example of a Synthetic Transaction is described below. Fig. 2 
Ulustra.es a network system 50 in which server software ("RT Collector") 52 
running on a computer 54 communicates on a network 56 with software agents 
58, 60, 62 C Agents") running on other computers 64. 66, 68. The RT Collector 
15 and Agents execute as described below to conduct transactions in connection 
with evaluating a networked application 70 running on a Web site 72. 

The RT Collector is initialized (Figs. 3A-3B) (step X010). and sets up a 
timer for the transactions ma, the RT Collector is to direct the Agents to 
execute (s,ep 1020). The timer is se. to issue a signal at periodic intervals 
20 (which may be user denned) when transactions are «. be executed. 

When the timer signals (step 1030), the RT Collector determines whether 
me RT Collector is currently in contact with the Agent that is responsible for 
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con«act with the Agent, the RT Collector opens a TCP socKe, connection to the 
Ag en. on a spewed port such as port 9000 » 0- - ^ CoUeCor is 
^ble to establish or r^stabUsh a connection to ft. Agen,, the RT Collector 
; tries ,o establish the connecnon every time ma, the timer signals that the 
Ag en, is to perform a transaction.) Once es,abUshed, ft. connection berween 
ft. Agen, and ft. RT Coiie^r is used for aU commutations be«ween fte RT 
Co.lec.or and «he Agen, until me connecHon is ios,, which may occur due ,o a 
ne^o* failure or when me dien, or ft. server doses «he connection. 

The RT Collect and the Agen, determine each omer's version numbers 
M foUows (s«p vm » mat me RT CoUector and the Agen, are aware of 
each ofter's capabiUties. The RT Coilecttr submi*. «o me Agen,, a version 

^ 0 for the Aeent to return another version packet that 
a fixed amount of tune for the Agem w 
15 indicates me version number of the Agent. « the other version pacice. is no, 
received before the fixed amount of time passes, the RT Collector assumes that 

• n ™.mber e e , "1.0.0.0.0.", that corresponds to a basic 
the Agent has a version number, e.g., 

set of capabilities. 

Aft er the version numbers are determined, the RT Collect detenrunes 

20 aU of me timers that have signaled (step W0) and identifies a se, of 
transactions conesponding * me timers (step «*». The RT Collector 
determines whemer a previous instance of any transaction in me se, . 
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^ bemg performed b y - Agen, (step iCO). . so, the KT elector 

^ occur for a reason such as a maifunction in the Agent) (step U00) and 
grates an exception Seating that *e Agen, is unava U a b ,e (step m0,. 
5 otherwise. - KT CoUector submits information te the set o, transactions * 

the Agent (step 1120). 

TWe information for the se, of transactions - - Panned * sen, to the 
Agen, in the form - paC Each packet has a common head. that — - 
Rowing information. A— — 
10 to the KTCoUector in response packets from the Agent so tha„he KT 

CoUec,or can identify *e transaction with which the response is assorted, 
paction type ID is inc.uded to identify the type of transaction that the 

<a™ (e * Web site transaction, e-commerce transaction. 
Agent is to perform (e.g., wen » . 

An integer is included to indicate the number of 
database query transaction). An integer 

t5 tunes that the transaction is to be performed. 

•n* remainder of each packet is specific to the transact ^ 
«am P ,e. in me case of a Web site transact me remamder ma y mCude the 

lines to read from the Web page. 
20 Bach response packet sen, from the Agen, to the KT CoUeOr mciudes 

action ft, which in a specif, imp— n is the first piece of data » 
ta response packet. * remamder of me response packet ma y be specthc 
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the transact type, and may include a response time vaiue indicating a 
number of miUiseconds of response time. A negative response time vaiue may 
be used to indicate that an error occurred during performance of the 
transaction, and may include an error code bi, mask that specifies the nature of 

5 the error to the RT Collector. 

The Agent executes as follows (Figs. 4A-4B). The Agent interprets, and 
executes according to, any customized environment variables mat may have 
been specified, such as variables included on a command line command or in 
a parameter file maintained on a hosting computer system on which the Agent 

10 executes (step 2010). 

The Agent waits for a connection attempt on port 9000 (step 2020). 
When an RT Collector corrects, a "Com Thread" thread of execution is 
established to handle communication between the Agent and the RT Collector 
(step 2030) and the Agent waits for another connection attempt on port 9000. 
IS The Com Thread executes in a loop that includes reading a transaction 

request packet received from the RT Collector (step 2040). determining the 
^ of transaction mat is indicated in the request packet (step 2050), and 
establishing a Transaction Thread to perform the transaction (step 2060). The 
Transaction Thread receives, as parameters, a reference to the transaction 
20 request packet and a reference to the socket connection, which aUows the 

Transaction Thread to respond directly to the RT Collector independently of 
other Agent behavior. 
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!n a specific implementation, me Transaction Thread executes as 
follows. Transaction-specific information is.extxacted from the transaction 
request packet (step 2070). and the transacnon is performed to produce results 
(Step 2080). A response packet is produced that includes the results (step 
5 2090). and the response packet is sent to the RT CoUecter (step 2100). 

A Web site transaction may be performed as Mows (Figs. SA-5D), in a 
specific implementation. The URL of a Web site page to be read and a 
number specifying the number of lines of the page to be read are extracted 
, to m the transaction request packet (step 3M0). The current time is recorded 
10 as a transaction star, time (step 3020). An instance of a Java URL class ts 

seated based on the URL (step 3030). A network connection is created for the 
URL (step 3035), and options are se, on the network connection, such an 
option concerning a selectabie address or a customization in connection w-h 
the computing environment (step 3040). If the user has requested mat a 
lS password protected KITP proxy server be used, the encrypted password - 
specified (Step 3050). The URL is designated to be for a Web page that is no, 
to be fetched from any cache (step 3060). 

An input stream is opened on the network connection (step 3070), and 
an input stream reader is opened on the input stream (step 3080). A watchdog 
20 timer is created tha, causes the evaiuation to be halted if an expected response 
,o ar,y read request is no, received within a specified amount of time, such as 
30 seconds (step 3090). 
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The Mowing steps 3110. 3120 are performed until «he specified number 
of lines of the Web page are read, „ error.occurs, or aU of me lines of me 
Web page have been read (*e P SIM). A iine o f me Web page is read (step 
SIM). To prevent the watchdog timer from expiring, me watchdog timer is 

5 reset (step 3120). 

me specified number of lines have been read, me watchdog timer 

„ terminated (step 3130). Tne current time is recorded as a transaction end 
time (step 3140). All transact specific resources are cleared (step 3150). 

A„ elapsed response time is calcuUted by determining the difference 
10 between me transaction end time and me transact start time (step 3160). A 
.sponse pact is buU, that includes the transaction !0 mat was passed in the 
<em.es, packet and either the elapsed response ume or an error code as 
described above (step 3X70). Tne response packet is sen, to the RT CoUector 
(step 3180) and the Transaction Thread is terminated (step 3190). 

If the watchdog timer expues, me resources associated with the 
taction are terminated (step 3200, and the RT Collector is sen, a response 
packet indicating that the transaction timed ou, (step 3210). 

^ RT collector executes as follows upon receiving a response packet 

from me Ag en« (Pig- * * — — * ^ * ' *~* ^ 

v „ mat is configured to hold the response packets of all of the 
20 response packets that is conngur 

Ag en,s to which the RT Collector submits transaction revests (step 4010). * 
tne response packet is retrieved from the mreue of response packets (step 
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4020). The action with which the response is associated is identified (step 
4030) and is determined to be conduded (step 4040). If the results of the 
paction indicate an error, an exception is posted (step 4050). 

« the hour of the day (or other appropriate interval) has changed, the 
5 results of aU of the previous hour s instances of the transaction are added to 

the database (step 4060). 

The results of the transaction are stored together with results for o*er 
instances of the transaction in the same time period, such as in the current 
hour (step 4070). If the transaction is executed more often man a particular 
t0 frequency, such as every IS minutes, the corresponding results may be 

averaged (step 4080). 

The technique (i.e., the procedures described above) may be 
implemented in hardware or software, or a combination of both. In a, least 
some cases, it is advantageous if the technique is implemented in computer 
» programs executing on one or more programmabie computers, such as a 

^1 computer running or able to run Microsoft Windows 95, 98. or NT, 
Sun Solaris, LINUX, Unix, or Macintosh OS, ma, each include a processor, a 
storage medium readable by the processor (including volatile and non-volatile 
memory and/or storage elements), a. leas, one input device such as a 
20 keyboard, and a, ieas, one output device. Program code is applied to data 
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generate output information. The output information is applied to one or 
more output devices such as a display screen of the computer. 

In at least some cases, it is advantageous if each program is 
implemented in a high level procedural or object-oriented programming 
5 language such as C++ or Java to communicate with a computer system. 

However, the programs can be implemented in assembly or machine language, 
if desired. In any case, the language may be a compiled or interpreted 
language. 

in a. least some cases, it is advantageous if each such computer program 
10 is stored on a storage medium or device, such as ROM or magnetic diskette, 
that is readable by a general or special purpose programmable computer for 
configuring and operating the computer when the storage medium or device is 
read by the computer to perfonn the procedures described in mis document. 
Tne system may also be considered to be implemented as a computer-readable 
15 storage medium, configured with a computer program, where the storage 
medium so configured causes a computer to operate in a specific and 

predefined manner. 

Other embodiments are within the scope of the following claims. For 
example, transactions may also be performed for e^ommerce applications or 
20 database queries or for evaluations of network throughput or mass storage 
performance. In the case of database queries, a database transaction system 
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can be arranged in which SQL statements are submitted by a software agent to 
a remote database server on a periodic basis such as every five minutes. 

The software agent may execute tasks such as breaking down the test 
results into components including the connection time, and automatically 
executing a transaction multiple times at predetermined intervals in response 
to a single directive from the RT Collector. Execution threads may be 
arranged so that multiple RT Collectors may be served by a single software 
agent, and a single RT Collector may be served by multiple software agents. 
The software agent may acknowledge receipt of a request packet from the RT 
Collector by sending an acknowledgement packet to the RT CoUector. The 
software agent may have a class structure, such as the structure illustrated in 
Fig. 7, within which processing tasks are delegated. The class structure may 
include a facility for processing the results of a transaction, and perhaps also a 
facility that generates an alarm, an alert, or an exception when the processing 
indicates that the results merit drawing attention to a computer resource 
involved in the transaction. 

Transactions may be grouped by transaction IDs. Java based classes of 
distributed processes may be used, which may provide significant platform 
independence. 

The software agent may maintain a data storage cache in which to store 
the results of multiple transactions, which may reduce the amount or 
frequency of communication between the software agent and the RT Collector 
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and may allow the software agent to operate autonomously during a period in 
which the RT Collector cannot communicate with the software agent. If the 
cache becomes full or nearly full, information in the cache may be discarded 
on a first in, first out basis. 

The RT Collector may serve as a socket client. Java archive objects, 
SNMP Management Information Base ("MIB"), Extensible Markup Language 
("XML") page description technology, or Push technology may be used, and 
may allow the software agent to supply results to the RT Collector or to 
another destination on a Push technology basis. 

The transaction specific information supplied by the RT Collector may 
be derived from information that the RT Collector extracts from a database of 
evaluation transaction setup information. 
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What Is Claimed Is: 

1. A method comprising: 

causing a transaction to be executed that emulates an end-user's 
interaction with a software application, wherein the transaction includes 
5 communication with the software application across a network. 

2. The method of claim 1, further comprising: 

causing a message to be transmitted, to a point where the software 
application is executing, from an end-user point on the network. 

10 

3. The method of claim 1, further comprising: 

causing a message to be transmitted, from a point where the software 
application is executing, to an end-user point on the network. 

15 4. The method of claim 1, wherein the software application includes a 

Web server application. 

5. The method of claim 4, wherein: 

causing the transaction to be executed includes emulating a function of 
20 a Web browser. 
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6. The method of claim 1, wherein the network includes client/server 
technology and the transaction includes a client/server transaction. 

7. The method of claim 6, further comprising: 
emulating the client side of the client/server transaction. 

8. The method of claim 1, further comprising 

attempting to retrieve specified information from the software 
application. 

9. The method of claim 1, further comprising 

attempting to retrieve information from a Web page supplied by the 
software application. 

10. The method of claim 1, further comprising: 
supplying login information to the software application. 

11. The method of claim 1, wherein the software application includes a 
database application. 

12. The method of claim 11, further comprising: 

attempting to retrieve information from the database application. 
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13. The method of claim 1, further comprising: 
determining a response time in the transaction. 

14. The method of claim 13, further comprising: 

determining an application processing time component of the response 

time. 

15. The method of claim 13, further comprising: 

determining a network processing time component of the response time. 

16. The method of claim 1, further comprising: 
attempting to establish a TCP/IP connection; and 

based on a result of the attempt, determining a network processing 

time. 

17. The method of claim 1, further comprising: 
transmitting a ping message; and 

based on a result of the transmission, determining a network processing 

time. 

18. The method of claim 1, wherein the emulating includes emulating a 
TCP/IP client. 
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19. The method of claim 1, further comprising: 
based on the transaction, determining the availability of the software 
application. 

5 20. The method of claim 19, further comprising: 

if a response is not received timely from the software application, 
determining that the software application is unavailable. 

21. The method of claim 1, further comprising: 

10 causing multiple instances of the transaction to be executed according to 

a schedule. 

22. The method of claim 21, further comprising: 

deriving a performance baseline from results of the multiple instances. 



15 



20 



23. The method of claim 1, further comprising: 

causing, from a central location, multiple emulation transactions to be 



executed. 



on; 



24. The method of claim 23, wherein at least two of the transactions 
ginate from two different respective locations on the network. 
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25. The method of claim 24, further comprising: 

storing information derived from a result of at least one of the 
transactions at the respective originating location for later transmission to the 
central location. 

26. The method of claim 1, further comprising: 

transmitting a data packet to the software application, the data packet 
including information that identifies the transaction. 

27. A method comprising: 

generating a simulated computer communication at a point in a 

computer network; 

using a non-simulated network resource to deliver the simulated 
computer communication to a computer resource; and 

evaluating the computer resource based on a result of the delivery of 
the simulated computer communication to the computer resource. 

28. The method of claim 27, wherein the point in the computer network 
includes an end-user point. 



29. The method of claim 27, further comprising: 
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issuing, from a central source, a directive to generate the simulated 
computer communication; and 

receiving, at the central source, a report on the result of the delivery of 
the simulated computer communication to the computer resource. 

5 

30. Computer software, residing on a computer-readable storage 
medium, comprising a set of instructions for use in a computer system to 
cause the computer system to: 

cause a transaction to be executed that emulates an end-user's 
10 interaction with a software application, wherein the transaction includes 
communication with the software application across a network. 

31. Computer software, residing on a computer-readable storage 
medium, comprising a set of instructions for use in a computer system to 

15 cause the computer system to: 

generate a simulated computer communication at a point in a computer 

network; 

use a non-simulated network resource to deliver the simulated 
computer communication to a computer resource; and 
20 evaluate the computer resource based on a result of the delivery of the 

simulated computer communication to the computer resource. 
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32. A system comprising: 

a system that causes a transaction to be executed that emulates an end- 
user's interaction with a software application, wherein the transaction includes 
communication with the software application across a network. 

5 

33. A system comprising: 

a generator that generates a simulated computer communication at a 
point in a computer network; 

a utilizer that uses a non-simulated network resource to deliver the 
10 simulated computer communication to a computer resource; and 

an evaluator that evaluates the computer resource based on a result of 
the delivery of the simulated computer communication to the computer 
resource. 



WO 00/19320 



PCT/US99/22787 




1/11 



WO 00/19320 



PCT/US99/22787 



o 




2/11 



WO 00/19320 



PCT/US99/22787 



lo|- 



± 



V 



[0H0 



\ 




to 60 



F/C- 3 A 



3/11 



WO 00/19320 



PCT/US99/22787 





tola 



If QZTE&AttA/Z THAT 



f{00 



A 6-^ /0 T* 



IaJPic^t^ TU/iT TJi€ 



r 



F/6. ?/ 



4/11 



WO 00/1 9320 PCT/US99/22787 



I03o 



\ 






> 





1oS~o 



•\_o6o 




FlC-. HA 



5/11 



WO 00/19320 



PCT/US99/22787 




P^>A\ 7 fl-ft*is-A^T/o*s teciu err Packs t lo- t 



I 



PtftfPMd^ fi&sp-^xe Pficv&T- t uat wc^oej- 



Y 



R6. 



6/11 



WO 00/19320 



PCT/US99/22787 



ear (Liter K £l A^ H+*Se<*. JY^/Fy/yJ<r 
f*> Se izba-q ■ 



* : , 

* JL- JoT- 

5T/HZJT TV/WC - 3 



C(LerfiT-£ 4rJ l»SSTAiJc£ F A J/WA c CASS 



V 



I 



I 



S'fCCfF^ Ka&l, ft? rtoT g£(*i(r- A To 



V 



r 



fro 



fig- sv? 




7/11 



WO 00/19320 



PCT/US99/22787 




(BX&C^T<£ U^T/L L(„ e j~ 0(1. 6-<L-(Lo(Z. OC<:^R.S 



I ^ 1 



1/00 



— ■ ,l^o 



i 



C Lib 



a *c c^a*-r£ et-A-pj-rzo fizj-^^jjrc ~Z~7~h 3 ' ^ 0 




8/11 



WO 00/19320 



PCT/US99/22787 




TE-#.fin(*JSiT& (?EJZ,i±(iceJ- /f/y^^p 



1,1,0 0 



I 



X^a/ P Response. fAc<c&r jau>ic A t/«/ g- 



I'M- 



F(6. SO 



9/11 



WO 00/19320 PCT/US99/22787 



\APP&a,0 fi&S^J-G e/fC^&T- To Queue op 




IF (2.ej-*t~T-r i+sDrc/t-nz e&-fl->/Z. f l Q 



I 



(F HfrT CR**f Cr-£P^ SH> 0 A LU cxsr^ 



Zt* (ig fiesui-rs -voO-e-iTierfL with <zer*<-TJ- F=>/g-^j_ <yp ~7 p 



_T>f/»»«s T(m.b P& fi-foQ 



IF T^/h^r/t errors \f e-Kec^ra-p r^o (ie o^rerJ jkAN 



10/11 



WO 00/19320 



PCT/US99/22787 




I 

4) 



r - ^ 
& 




<" \ 


c 




o 


o 




o 

CD 






a 


3 




EE 


5 








8 




c 

§ c5 

= Q_ 
C < 
CO 



"8 

£ 

I— 

c 
o 
E 

E 

-cr 



-a ^ 

CD •= 

> -O 



O 

S iS 6 u_- . 

c 9? 
a> u c 

< * 



< 1 



8 

O 
■o 

§ : : 

CD S 



<D 



U- 



o 



- </> 
« 
O 

CD 

ca 
CD 

v> 



a> 
< 



Is 



so 



X 



l 

i3 

CO 

o 



§ 
6 

3 
Q 



i5 

(0 

O 



11/11 



onerwin- -i«r» ivmqtv\a 1 i ^ 



INTERNATIONAL SEARCH REPORT 



■ jtfM Appfiotfion No 

PCT/US 99/22787 



A. CtA88IFICATK)M OF SUBJECT MATTER _ _ 

IPC 7 G06FI1/34 H04L12/26 



Aooon^tolnteffwaondPateftaaBaWoaaonOPQ daasMcagcn and IPC 



B. REUDS 8EARCHED 



Mrtmn doouHientarJon searched {< 

IPC 7 G06F H04L 



[dassttcation system folowed by ctaeaMoation symbols) 



DocufnentBtton searched 



other trwrxe*»T*inoV>cunief*^^ the Wa* searched 



Beotiorto date be^ consumed during the ktfematlcnal search (name of data base and. where pmcflcsi, search teims used) 



1 CDOCUME 
1 Categay* 


Carton* doom* ^Morton, wtw «wwpilat» ot ttw tdcwnt pawao— 


Relevant to otatn No. 


X 


US 5 812 780 A (CHEN JOHN YUN-KUANG ET 
AL) 22 September 1998 (1998-09-22) 

column 1, line 1 -column 9, line 14 
column 13, line 45 -column 14, line 38 


1-4,6-8, 
10-13, 
18-24, 
26-33 


X 


US 5 577 197 A (BECK LONNIE P) 
19 November 1996 (1996-11-19) 

the whole document 


I- 3,6-8, 

II- 15, 
19-21, 
23-33 


X 


GB 2 307 318 A (MITSUBISHI ELECTRIC CORP) 
21 May 1997 (1997-05-21) 

claim 1 

-/- 


I- 3,6-8, 

II- 13, 
21-33 



Further documents are fated tn the oontrwatfon of box a 



Patent family members are fated In annex 



• Special categories of cited documents : 

"A" document defining the general state of the art which Is not 

considered to be of particular relevance 
•E* earlier document bUpuUshed on or after to ■ltona tio na J 



T later document pubOshed after the fctte ma tional fOna date 
or prtortty date arid rwttacontlctwlm the epptattonbut 
cftedteuJHieist ai Kitnoprtic^ormaory underlying the 



V dooument which may throw doubts on prfotty cta^s)or 
which Is dted to establish the pubOeafion date of another 
ctaflon or otrterspeotal reason (as specified) 
Xy document ret ening to an oral Disclosure, use, exhtrtonor 



-P- dooument pubfahed prior to tr» Wemaflcnef fling date but 
later than the priority date claimed 



•X* document of partteuJar w le v ano e; trtecteimed Inverrtion 
canr»otbe«»T-rideredr-ovdorcanr^ to 
■rvolv«cnmver«tv9Stepwtim taken alone 

■Y* document of partk^ar relevancec tr» c*alm^ Invention 
carrot be considered to fervor* an step when the 

dooumeriteoombiiedwnnoneormoreotriw mJcto&xA>- 
mentfceuchcujii ^ tkmbemgobMow person aWled 
h the art. 

*&" dooument member of the same patent tarnfy 



Date of the actual oonipkftkn of the sTtotna*one] eeejch 

21 February 2000 



Date of mating of the Intomaticvial eeerch report 

06/03/2000 



Name and malhig address of the ISA 

European Patent Office, P3. 561 8 Patenttaan 2 
ra.-2260HVROjswt)c 
Tel. (431-70) 340-2040, Tx. 31 661 epo it, 
Fax (431-70) 340-8016 



Aumorbied officer 



Herreman, G 



Form PCT/I8A/210 {—cam ATM) (JMy 1M2) 



page 1 of 2 



INTERNATIONAL SEARCH REPORT 



fe jAioMl Appfioflbon No 

PCT/US 99/22787 



&<ContH>Mtton) DOCUMENTS COHMPEBED TOBERELEVAHT 



I Relevant to daln No. 



PATENT ABSTRACTS OF JAPAN 

vol. 006, no. 137 (P-130), 

24 July 1982 (1982-07-24) 

& JP 57 059257 A (AGENCY OF IND SCIENCE & 

TECHNOL), 9 April 1982 (1982-04-09) 

abstract 

BORELLA M S ET AL: "HANDS: W1 de-Area 
Network Delay Simulator' 
PROCEEDING OF THE IEEE 7TH INTERNATIONAL 
WORKSHOP ON NETWORK AND OPERATING SYSTEMS 
SUPPORT FOR DIGITAL AUDIO AND VIDEO (CAT. 
N0.97TH8259), PROCEEDINGS OF 7TH 
INTERNATIONAL WORKSHOP ON NETWORK AND 
OPERATING SYSTEM SUPPORT FOR DIGITAL AUDIO 
AND VIDEO, pages 85-92, XP002131053 
1997, New York, NY, USA, IEEE, USA ISBN: 
0-7803-3799-9 

page 87, paragraph 3.1CRAWLER 

LARSEN A K: "ALL EYES ON IP TRAFFIC. NEW 

APPS CAN MONITOR INTERNET AND INTRANET 

TRAFFIC, BUT DO THEY DELIVER ENOUGH DATA 

TO HOLD ISPS TO THEIR PROMISES?" 

DATA COMMUNICATIONS, US, MC6RAW HILL. NEW 

YORK, 

vol. 26, no. 4, 

21 March 1997 (1997-03-21), pages 
54,56-60,62, XP000659549 
ISSN: 0363-6399 

page 59, middle column, line 13 -page 60, 
left-hand column, line 14 



1-3,6,7, 
13-15, 
21,23, 
24,27-33 



1,4,5,9 



16,17 



1 



page 2 of 2 



INTERNATIONAL SEARCH REPORT 

ion pammif i 



PCT/US 99/22787 



Patent document 
ctsd ki search report 



Piiricatfon 
data 



Patent famly 
metntorta) 



PiMcatlon 



US 5812780 


A 


22-09-1998 


NONE 






US 5577197 


A 


19-11-1996 


NONE 






GB 2307318 


A 


21-05-1997 


JP 
US 


9138777 A 
5889955 A 


27-05-1997 
30-03-1999 


JP 57059257 


A 


09-04-1982 


JP 
JP 


1323657 C 
60053891 B 


27-06-1986 
27-11-1985 



F^PCTyJ8A«0(p«lrtlKT*y«f¥wO(JUy1«2) 



(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 



CORRECTED VERSION 



(19) World Intellectual Property Organization 
International Bureau 

(43) International Publication Date 
6 April 2000 (06.04.2000) 



PCT 



Hill 



(10) International Publication Number 

WO 00/19320 Al 



(51) International Patent Classification 7 : G06F 11/34, 
H04L 12/26 

(21) International Application N amber: PCTYUS99/22787 

(22) International Filing Date: 

30 September 1999 (30.09.1999) 



(25) Filing Language: 

(26) Publication Language: 
(30) Priority Data: 



English 
English 



60/102,579 



30 September 1 998 (30.09. 1 998) US 



(71) Applicant: NETSCOUT SERVICE LEVEL CORPO- 
RATION [US/US]; 4 Technology Park Drive, Westford, 
MA 01886 (US). 

(72) Inventors: SWEET, Bruce; 19 Kings Row, North Read- 
ing, MA 01864 (US). KELLEY, Bruce, A., Jr.; 8 Hyacinth 



Drive, Westford, MA 01886 (US). DARUWALLA, Gev; 
242 Congress Street, Milford, MA 01757 (US). FUL- 
READER, John; 160 Newport Street, Arlington, MA 
02476 (US). PEG RAM, Gregory; 9 Dow Drive, Haver- 
hill, MA 01832 (US). 

(74) Agent: FRANK, Steven, J.; Testa, Hurwitz & Thibeault, 
LLP, High Street Tower, 125 High Street, Boston, MA 
02110 (US). 

(81) Designated States (nationai): AL, AM, AT, AU, AZ, BA, 
BB, BG, BR. BY, CA, CH, CN, CU, CZ, DE, DK, EE, ES, 
FI, GB, GE, GH, HU, IL, IS, JP, KE, KG, KP, KR, KZ, LC, 
LK, LR, LS, LT, LU, LV, MD, MG, MK. MN, MW, MX, 
NO. NZ, PL, FT, RO, RU, SD, SE, SG, SI, SK, SL, TJ, TM. 
TR, TT, UA. UG, UZ, VN, YU, ZW. 

(84) Designated States (regional): ARIPO patent (GH, GM, 
KE, LS, MW, SD, SL. SZ, TZ, UG, ZW), Eurasian patent 
(AM, AZ, BY, KG, KZ, MD, RU, TJ. TM), European patent 
(AT, BE, CH, CY, DE, DK, ES, FI, FR, GB, GR, IE, IT, LU, 

[Continued on next page J 



== (54) Title: EVALUATING COMPUTER RESOURCES BY END-USER EMULATION 



72 



APPLICATION 



"70 



ON 



64 



-50 



,66 



56 



AGENT 



"^8 



AGENT 



RT 

COLLECTOR 



52 



— 54 



AGENT 



—68 



62 



(57) Abstract: To closely simulate the experience of an end user, a software agent executes where the end user would be situated 
and attempts to exercise a computer resource such as a networked application or a network resource in a simulated transaction in 
exactly or nearly exactly the same way that the computer resource would be exercised by the end user in non-simulated transaction. 
The results of the simulated transaction and of other simulated transactions by other software agents are communicated to a central 
software system for recordation and analysis. 



/V11 onn A 



00/19320 Al llllllllllllHllllBMIMMilM 



MC NL, FT, SE), OAPI patent (BE BJ, CF, CG, CI. CM, 
GA, GN, GW. ML, MR, NE, SN, TO, TG). 

Published: 

— with international search report 

(48) Date of publication of this corrected version: 

25 April 2002 



(15) Information about Correction: 

see PCT Gazette No. 17/2002 of 25 April 2002. Section II 



For two-letter codes and other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviations" appearing at the begin- 
ning of each regular issue of the PCT Gazette, 



WO 00/19320 



PCT/US99/22787 



-1- 



EVALUATING COMPUTER RESOURCES BY END-USER EMULATION 

Cross-Reference to Related Ap plications 
This application claims the benefit of United States Provisional 
5 Application Serial No. 60/102579 entitled "MANAGING COMPUTER 

NETWORK RESOURCES" filed on September 30, 1998, which is incorporated 
herein. 

Background 

10 The present invention relates to a method and apparatus for evaluating 

computer resources. 

To efficiently manage and troubleshoot computer resources such as 
software applications on a network, an administrator needs information about 
the status of the computer resources and communication paths on the network. 

15 To effectively monitor the resources and the network, the administrator needs 
information regarding the availability and performance of networked 
applications and the ability of the network to provide access to the networked 
applications. Such detailed information is important for management of the 
computer resources and the network so that the configuration of the resources 

20 or the network can be modified or supplemented as needed. Preferably, these 
modifications or supplements are put in place before major problems occur. 
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Currently, the information that is available about a software application 
running on a server may be derived from information that is accessible to the 
server or the application, and the information that is available about a network 
may be derived from information gathered by a network analyzing product 
such as a network sniffer, which is a device that is inserted into a segment of 
the network to monitor the packets that are traveling along the communication 
line into which the sniffer has been inserted. 

The increasing popularity and complexity of Web site and networked 
database applications that are dependent on the Internet, or on a network 
using Internet protocols, has further complicated the adrrdnistrative task, 
including the task of managing Web site database content and maintaining 
Web site effectiveness. Company Webmasters and business managers are 
routinely faced with a wide array of burdensome issues such as the detection, 
identification, and repair of broken Web sites and links, the monitoring and 
organization of large volumes of diverse, continuously-changing Web site and 
networked database content, and the detection and management of Web site 
problems and congested links. These issues are particularly significant for 
companies that rely on their Web sites to provide mission-critical information 
and services to customers and business partners. 
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tjnmmarv of the Invention 
A method and apparatus are provided for evaluating computer 
resources. To closely simulate the experience of an end user, a software agent 
executes in a location where the end user would be situated and attempts to 
exercise a computer resource such as a networked application or a network 
resource in a simulated transaction in exactly or nearly exactly the same way 
that the computer resource would be exercised by the end user in a non- 
simulated transaction. The results of the simulated transaction and of other 
simulated transactions by other software agents are communicated to a central 
software system for recordation and analysis. 

The method and apparatus may be used with the World-Wide Web or 
the Internet or with a local area network ("LAN") or a wide area network 
("WAN") that extends over a large enterprise and includes a number of LANs 
connected together in an "intranet." 

Different aspects of the invention allow one or more of the following. 
An end-to-end evaluation can be performed of the ability of an overall system, 
that includes an application running on a server and a network providing 
access to the application, to serve an end-user effectively. A pro-active 
detection system can be provided that detects a problem in the overall system 
before the problem affects, or is detected by, an end-user. Simulated 
transactions that are highly representative of non-simulated transactions can be 
executed using the same computer resources that are used by the non- 
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simulated transactions. Existing computer and network hardware already 
installed in a network can be used highly effectively to evaluate computer 
resources on the network. Evaluations of computer resources on a network 
can be performed at effectively any time with little or no disruption to the 
5 normal operation of the computer resources or the network. 

Other features and advantages will become apparent from the following 
description, including the drawings, and from the claims. 

TWf ngsrriprior Hip Drawings 
10 Figs. 1-2 and 7 are block diagrams of computer-based systems. 

Figs. 3A-6 are flow diagrams of computer-based procedures. 

Detailed Description 
A Synthetic Transactions system that simulates the actions of an actual 
15 distributed network software application may be used to evaluate computer 
resource (e.g., application) response time or availability over a computer 
network. In at least some cases, the evaluations are taken from the perspective 
of an end user (which may be a human being or a software program), so that 
the evaluations reflect the application response time and availability that 
20 would likely be experienced by the end user. 

As described in detaU below, a Synthetic Transaction is a simulated 
application transaction. In at least some cases, it is advantageous if the 
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simulated transaction is generated by an intelligent agent software system to 
evaluate a computer resource. For example, in a typical case concerning 
client/server technology on a network, a Synthetic Transactions software agent 
emulates a client side of a client/server transaction so that what happens on 
the network and on a server is the same, or nearly the same, as what would 
happen if the transaction were initiated by an actual end user on the client 
side. The agent may execute at a point on the network that is highly 
representative of where an actual end user would be situated, so that the path 
of associated communication across the network closely simulates the path of 
communication that is, or likely would be, associated with an actual end user. 

Fig. 1 illustrates relationships among components of an example 
implementation ("NextPoint S3") of the Synthetic Transactions system, 
described in more detail below. 

In the Synthetic Transactions system, an application response time is an 
amount of time between two events in the course of a transaction. Typically, 
the application response time is an amount of time between a time when a 
transaction involving an application is started by the software agent and a later 
time when the transaction is completed (e.g., when the last protocol message 
has been processed). However, intermediate points in the course of the 
transaction could be used where appropriate. Typically, the application 
response time includes any time spent in the transaction due to latencies in the 
computer network, the application server, any additional backend servers such 
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as a database server, as well as time spent by the software agent (e.g., in 
processing application protocol messages). 

An overall application response time measured by a software agent may 
include multiple components, such as time spent on the network and time 
spent in the application, which may also include multiple components such as 
time spent for individual queries in a database application. 

One or more of many methods could be used in determining how much 
of an overall application response time is attributable to network travel time 
("network response time") and to time spent in processing by the application 
("processing response time"), respectively. In a first example method, an 
Internet Control Message Protocol Packet Internet Groper ("ICMP Ping") 
protocol transmission is used to determine the network response time. An 
ICMP Ping protocol transaction transmission is sent simultaneously, or nearly 
simultaneously, with an application protocol message to the application server. 
At the application server, the ICMP Ping protocol transaction transmission is 
processed at a low level without involving the application software, to issue a 
response. The amount of time that passes between the sending of the ICMP 
Ping protocol transmission and the receiving of the response represents the 
network response time. The processing response time may be determined by 
subtracting the network response time from the overall application response 
time. 
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In a second example method, a Transmission Control Protocol /Internet 
Protocol ("TCP/IP") socket connection time is determined and used to 
determine the network response time. An initial step in executing any TCP/IP 
network application transaction is the establishment of a TCP/IP socket 

5 connection between the client and the server, which establishment is used in 
the second method to measure the network response time. The establishment 
of the socket connection does involve the application on the server, because the 
connection is not successful unless the application accepts the connection, but 
such involvement does not include hard disk access or back end server 

10 components and therefore takes up relatively insignificant time. The network 
response time is taken to be the TCP/IP socket connection time (i.e., the 
amount of time needed to establish the socket connection) and the processing 
response time is determined by subtracting the network response time from 
the overall application response time. 

15 An advantage of the second example method is that the measurement is 

made using the same network path that is used in typical non-evaluative 
transactions between the client and the server. In the case of the first example 
method, an ICMP Ping transmission may be filtered out by an intermediate 
network processor such as a firewall, or a network device providing Quality of 

20 Service ("QOS") services in place within the computer network may cause the 
ICMP Ping transmission to be given a priority that is different from the 
priority that a typical non-evaluative transmission would be given. Such a 
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difference in priority may affect the network path followed or the processing 
time for the ICMP Ping transaction at the server, which would skew the 
evaluation of the network response time. 

In a specific implementation, multiple methods, such as both the first 
and second example methods described above, may be made available for 

selection and execution. 

Application availability is determined based on whether the application 
responds to a Synthetic Transactions transmission, regardless of the response 
time. If a response to the Synthetic Transactions transmission is received 
before a designated expiration time has passed, the application is noted as 
available. Otherwise, the application is noted as unavailable. 

Synthetic Transactions may be executed on a scheduled basis such as a 
periodic basis, or on user demand. For example, a Synthetic Transaction may 
repeatedly exercise a specific application function, such as reading a customer 
record from a database. As a result, a baseline of expectations for the latency 
of the transaction being simulated may be established, and deviations from the 
baseline may be interpreted as indicating abnormal functioning of the 
computer network or the application. In cases in which the network response 
time and the processing response time are determined separately and 
corresponding separate baselines are established, the abnormal functioning 
may be isolated to the network or the application, respectively. See the 
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commonly assigned, simultaneously filed United States Patent Application 
entitled "MANAGING COMPUTER RESOURCES". 

Synthetic Transactions may be executed for at least the following 
network application technologies: ICMP Ping, Dynamic Host Control Protocol 

5 ("DHCP"), Domain Name Service ("DNS"), Post Office Protocol 3 ("POP3"), 
Simple Mail Transfer Protocol ("SMTP"), Standard Query Language ("SQL") 
Database queries, Hypertext Transport Protocol ("HTTP") web applications, 
eCommerce, SAP/R3, PeopleSoft, Lotus Notes, Microsoft Exchange and Voice 
over IP. Synthetic Transactions are not limited to Internet Protocol network 

10 applications and may be used for Systems Network Architecture ("SNA"), 
Internet Protocol Exchange ("IPX"), or Appletalk network applications, for 
example. All or a part of a network application may be evaluated through the 
use of Synthetic Transactions. In a typical implementation, a set of Synthetic 
Transactions is developed to evaluate common and important operations 

15 performed by the application. The user may be required to supply parameters 
that specify a particular instance of the application to be used. For example, 
the parameters may include the name of a server and a username and 
password to log into an application on the server. 

In at least some cases, it may be advantageous if each set of Synthetic 

20 Transactions for an application has characteristics that are particularly 

appropriate for that application. Although the software agent may provide a 
common infrastructure for all transactions, the transactions for evaluations of a 
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particular application may be tied to that application. For example, SQL scripts 
are supported by Synthetic Transactions for database queries. The SQL scripts 
allow for effectively infinite flexibility in the number and type of database 
related Synthetic Transactions that may be executed. In another example, a 
Synthetic Transaction to evaluate an ability to look up an Internet Domain 
Name by the Domain Name Service may have characteristics that render the 
transaction significantly less useful for another type of evaluation. 

In at least some cases, the software agent generates a Synthetic 
Transaction by creating a set of network protocol messages that are 
appropriate for an application that is being evaluated. For example, as 
described in more detail below, to measure response time concerning a Web 
application, the software agent may build and generate HTTP protocol 
messages, to emulate a Web browser function. In such a case, a specific 
Uniform Resource Locator ("URL") identifier for a Web page is encoded in one 
or more of the HTTP protocol messages and the software agent attempts to 
retrieve all or a portion of the Web page specified by the URL identifier. 

Information generated from a Synthetic Transaction may be temporarily 
stored by the software agent and may be subsequently sent to a central server 
for long term storage and for further processing and analysis. The software 
agent may be controlled by software at the central server, for a purpose such 
as so that the software agent is specifically directed to generate information 
needed by the central server for analysis of the network or computer resources. 
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For example, software at the central server may determine a set of Synthetic 
Transactions to be executed and the schedule for the execution of such 
transactions, and then may apply the set and the schedule to the software 
agent, which may then execute autonomously to generate the information 
5 needed by the software at the central server. (In certain implementations, the 
software agent may be able to create, specify, or vary the set or the schedule, 
perhaps in response to varying conditions or inputs.) 

Synthetic Transactions may be used to measure throughput, e.g., by 
keeping track of how much time is required for an amount of data to pass 
10 through a particular point in the network. 

A specific example of a Synthetic Transaction is described below. Fig. 2 
illustrates a network system 50 in which server software ("RT Collector") 52 
running on a computer 54 communicates on a network 56 with software agents 
58, 60, 62 ("Agents") running on other computers 64, 66, 68. The RT Collector 
15 and Agents execute as described below to conduct transactions in connection 
with evaluating a networked application 70 running on a Web site 72. 

The RT Collector is initialized (Figs. 3A-3B) (step 1010), and sets up a 
timer for the transactions that the RT Collector is to direct the Agents to 
execute (step 1020). The timer is set to issue a signal at periodic intervals 
20 (which may be user defined) when transactions are to be executed. 

When the timer signals (step 1030), the RT Collector determines whether 
the RT Collector is currently in contact with the Agent that is responsible for 
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performing a particular transaction (step 1040). If the RT Collector is not in 
contact with the Agent, the RT Collector opens a TCP socket connection to the 
Agent on a specified port such as port 9000 (step 1050). (If the RT Collector is 
unable to establish or re-establish a connection to the Agent, the RT Collector 
tries to establish the connection every time that the timer signals that the 
Agent is to perform a transaction.) Once established, the connection between 
the Agent and the RT Collector is used for all communications between the RT 
Collector and the Agent until the connection is lost, which may occur due to a 
network failure or when the client or the server closes the connection. 

The RT Collector and the Agent determine each other's version numbers 
as follows (step 1060), so that the RT Collector and the Agent are aware of 
each other's capabilities. The RT Collector submits, to the Agent, a version 
request packet that indicates the version number of the RT Collector, and waits 

fixed amount of time for the Agent to return another version packet that 
indicates the version number of the Agent. If the other version packet is not 
received before the fixed amount of time passes, the RT Collector assumes that 
the Agent has a version number, e.g., "1.0.0.0.0.", that corresponds to a basic 
set of capabilities. 

After the version numbers are determined, the RT Collector determines 
all of the timers that have signaled (step 1070) and identifies a set of 
transactions corresponding to the timers (step 1080). The RT Collector 
determines whether a previous instance of any transaction in the set is 
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currently being performed by the Agent (step 1090). If so, the RT Collector 
determines that the previous instance was not performed successfully (which 
may occur for a reason such as a malfunction in the Agent) (step 1100) and 
generates an exception indicating that the Agent is unavailable (step 1110). 
5 Otherwise, the RT Collector submits information for the set of transactions to 

the Agent (step 1120). 

The information for the set of transactions to be performed is sent to the 
Agent in the form of packets. Each packet has a common header that includes 
the following information. A transaction ID is included that is to be returned 

10 to the RT Collector in response packets from the Agent so that the RT 

Collector can identify the transaction with which the response is associated. A 
transaction type ID is included to identify the type of transaction that the 
Agent is to perform (e.g., Web site transaction, e-commerce transaction, 
database query transaction). An integer is included to indicate the number of 

15 times that the transaction is to be performed. 

The remainder of each packet is specific to the transaction type. For 
example, in the case of a Web site transaction, the remainder may include the 
URL of a Web page at the Web site and an integer indicating the number of 
lines to read from the Web page. 

20 Each response packet sent from the Agent to the RT Collector includes a 

transaction ID, which in a specific implementation is the first piece of data in 
the response packet. The remainder of the response packet may be specific to 
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the transaction type, and may include a response time value indicating a 
number of milliseconds of response time. A negative response time value may 
be used to indicate that an error occurred during performance of the 
transaction, and may include an error code bit mask that specifies the nature of 

5 the error to the RT Collector. 

The Agent executes as follows (Figs. 4A-4B). The Agent interprets, and 
executes according to, any customized environment variables that may have 
been specified, such as variables included on a command line command or in 
a parameter file maintained on a hosting computer system on which the Agent 

10 executes (step 2010). 

The Agent waits for a connection attempt on port 9000 (step 2020). 
When an RT Collector connects, a "Com Thread" thread of execution is 
established to handle communication between the Agent and the RT Collector 
(step 2030) and the Agent waits for another connection attempt on port 9000. 

15 The Com Thread executes in a loop that includes reading a transaction 

request packet received from the RT Collector (step 2040), determining the 
type of transaction that is indicated in the request packet (step 2050), and 
establishing a Transaction Thread to perform the transaction (step 2060). The 
Transaction Thread receives, as parameters, a reference to the transaction 

20 request packet and a reference to the socket connection, which allows the 

Transaction Thread to respond directly to the RT Collector independently of 
other Agent behavior. 
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In a specific implementation, the Transaction Thread executes as 
follows. Transaction-specific information is extracted from the transaction 
request packet (step 2070), and the transaction is performed to produce results 
(step 2080). A response packet is produced that includes the results (step 
2090), and the response packet is sent to the RT Collector (step 2100). 

A Web site transaction may be performed as follows (Figs. 5A-5D), in a 
specific implementation. The URL of a Web site page to be read and a 
number specifying the number of lines of the page to be read are extracted 
from the transaction request packet (step 3010). The current time is recorded 
as a transaction start time (step 3020). An instance of a Java URL class is 
created based on the URL (step 3030). A network connection is created for the 
URL (step 3035), and options are set on the network connection, such an 
option concerning a selectable address or a customization in connection with 
the computing environment (step 3040). If the user has requested that a 
password protected HTTP proxy server be used, the encrypted password is 
specified (step 3050). The URL is designated to be for a Web page that is not 
to be fetched from any cache (step 3060). 

An input stream is opened on the network connection (step 3070), and 
an input stream reader is opened on the input stream (step 3080). A watchdog 
timer is created that causes the evaluation to be halted if an expected response 
to any read request is not received within a specified amount of time, such as 
30 seconds (step 3090). 
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The following steps 3110, 3120 are performed until the specified number 
of lines of the Web page are read, an error occurs, or all of the lines of the 
Web page have been read (step 3100). A line of the Web page is read (step 
3110). To prevent the watchdog timer from expiring, the watchdog timer is 
reset (step 3120). 

Once the specified number of lines have been read, the watchdog timer 
is terminated (step 3130). The current time is recorded as a transaction end 
time (step 3140). All transaction specific resources are cleared (step 3150). 

An elapsed response time is calculated by determining the difference 
between the transaction end time and the transaction start time (step 3160). A 
response packet is built that includes the transaction ID that was passed in the 
request packet and either the elapsed response time or an error code as 
described above (step 3170). The response packet is sent to the RT Collector 
(step 3180) and the Transaction Thread is terminated (step 3190). 

If the watchdog timer expires, the resources associated with the 
transaction are terminated (step 3200) and the RT Collector is sent a response 
packet indicating that the transaction timed out (step 3210). 

The RT Collector executes as follows upon receiving a response packet 
from the Agent (Fig. 6). The response packet is appended to a queue of 
response packets that is configured to hold the response packets of all of the 
Agents to which the RT Collector submits transaction requests (step 4010). In 
turn, the response packet is retrieved from the queue of response packets (step 
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4020). The transaction with which the response is associated is identified (step 
4030) and is determined to be concluded (step 4040). If the results of the 
transaction indicate an error, an exception is posted (step 4050). 

If the hour of the day (or other appropriate interval) has changed, the 

5 results of all of the previous hour's instances of the transaction are added to 
the database (step 4060). 

The results of the transaction are stored together with results for other 
instances of the transaction in the same time period, such as in the current 
hour (step 4070). If the transaction is executed more often than a particular 

10 frequency, such as every 15 minutes, the corresponding results may be 

averaged (step 4080). 

The technique (i.e., the procedures described above) may be 
implemented in hardware or software, or a combination of both. In at least 
some cases, it is advantageous if the technique is implemented in computer 

15 programs executing on one or more programmable computers, such as a 

personal computer running or able to run Microsoft Windows 95, 98, or NT, 
Sun Solaris, LINUX, Unix, or Macintosh OS, that each include a processor, a 
storage medium readable by the processor (including volatile and non-volatile 
memory and/or storage elements), at least one input device such as a 

20 keyboard, and at least one output device. Program code is applied to data 

entered using the input device to perform the method described above and to 
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generate output information. The output information is applied to one or 
more output devices such as a display screen of the computer. 

In at least some cases, it is advantageous if each program is 
implemented in a high level procedural or object-oriented programming 
language such as C++ or Java to communicate with a computer system. 
However, the programs can be implemented in assembly or machine language, 
if desired. In any case, the language may be a compiled or interpreted 
language. 

In at least some cases, it is advantageous if each such computer program 
is stored on a storage medium or device, such as ROM or magnetic diskette, 
that is readable by a general or special purpose programmable computer for 
configuring and operating the computer when the storage medium or device is 
read by the computer to perform the procedures described in this document. 
The system may also be considered to be implemented as a computer-readable 
storage medium, configured with a computer program, where the storage 
medium so configured causes a computer to operate in a specific and 

predefined manner. 

Other embodiments are within the scope of the following claims. For 
example, transactions may also be performed for e-commerce applications or 
database queries or for evaluations of network throughput or mass storage 
performance. In the case of database queries, a database transaction system 
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can be arranged in which SQL statements are submitted by a software agent to 
a remote database server on a periodic basis such as every five minutes. 

The software agent may execute tasks such as breaking down the test 
results into components including the connection time, and automatically 
executing a transaction multiple times at predetermined intervals in response 
to a single directive from the RT Collector. Execution threads may be 
arranged so that multiple RT Collectors may be served by a single software 
agent, and a single RT Collector may be served by multiple software agents. 
The software agent may acknowledge receipt of a request packet from the RT 
Collector by sending an acknowledgement packet to the RT Collector. The 
software agent may have a class structure, such as the structure illustrated in 
Fig. 7, within which processing tasks are delegated. The class structure may 
include a facility for processing the results of a transaction, and perhaps also a 
facility that generates an alarm, an alert, or an exception when the processing 
indicates that the results merit drawing attention to a computer resource 
involved in the transaction. 

Transactions may be grouped by transaction IDs. Java based classes of 
distributed processes may be used, which may provide significant platform 
independence. 

The software agent may maintain a data storage cache in which to store 
the results of multiple transactions, which may reduce the amount or 
frequency of communication between the software agent and the RT Collector 
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and may allow the software agent to operate autonomously during a period in 
which the RT Collector cannot communicate with the software agent. If the 
cache becomes full or nearly full, information in the cache may be discarded 

on a first in, first out basis. 

The RT Collector may serve as a socket client. Java archive objects, 
SNMP Management Information Base ("MIB"), Extensible Markup Language 
("XML") page description technology, or Push technology may be used, and 
may allow the software agent to supply results to the RT Collector or to 
another destination on a Push technology basis. 

The transaction specific information supplied by the RT Collector may 
be derived from information that the RT Collector extracts from a database of 
evaluation transaction setup information. 
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What Is Claimed Is: 

1. A method comprising: 

causing a transaction to be executed that emulates an end-user s 
interaction with a software application, wherein the transaction includes 
communication with the software application across a network. 

2. The method of claim 1, further comprising: 

causing a message to be transmitted, to a point where the software 
application is executing, from an end-user point on the network. 

3. The method of claim 1, further comprising: 

causing a message to be transmitted, from a point where the software 
application is executing, to an end-user point on the network. 

4. The method of claim 1, wherein the software application includes a 
Web server application. 



5. The method of claim 4, wherein: 

causing the transaction to be executed includes emulating a function 
a Web browser. 
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6. The method of claim 1, wherein the network includes client/server 
technology and the transaction includes a client /server transaction. 

7. The method of claim 6, further comprising: 
emulating the client side of the client/server transaction. 

8. The method of claim 1, further comprising 
attempting to retrieve specified information from the software 

application. 

9. The method of claim 1, further comprising 

attempting to retrieve information from a Web page supplied by the 
software application. 

10. The method of claim 1, further comprising: 
supplying login information to the software application. 

11. The method of claim 1, wherein the software application includes a 
database application. 

12. The method of claim 11, further comprising: 

attempting to retrieve information from the database application. 
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13. The method of claim 1, further comprising: 
determining a response time in the transaction. 

14. The method of claim 13, further comprising: 

determining an application processing time component of the response 

time. 

15. The method of claim 13, further comprising: 

determining a network processing time component of the response time. 

16. The method of claim 1, further comprising: 
attempting to establish a TCP/IP connection; and 

based on a result of the attempt, determining a network processing 

time. 

17. The method of claim 1, further comprising: 
transmitting a ping message; and 

based on a result of the transmission, determining a network processing 

time. 

18. The method of claim 1, wherein the emulating includes emulating a 
TCP/IP client. 
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19. The method of claim 1, further comprising: 

based on the transaction, determining the availability of the software 
application. 

20. The method of claim 19, further comprising: 

if a response is not received timely from the software application, 
determining that the software application is unavailable. 

21. The method of claim 1, further comprising: 

causing multiple instances of the transaction to be executed according to 
a schedule. 

22. The method of claim 21, further comprising: 

deriving a performance baseline from results of the multiple instances. 

23. The method of claim 1, further comprising: 

causing, from a central location, multiple emulation transactions to be 
executed. 

24. The method of claim 23, wherein at least two of the transactions 
originate from two different respective locations on the network. 
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25. The method of claim 24, further comprising: 

storing information derived from a result of at least one of the 
transactions at the respective originating location for later transmission to the 
central location. 

5 

26. The method of claim 1, further comprising: 

transmitting a data packet to the software application, the data packet 
including information that identifies the transaction. 

10 27. A method comprising: 

generating a simulated computer communication at a point in a 

computer network; 

using a non-simulated network resource to deliver the simulated 
computer communication to a computer resource; and 
15 evaluating the computer resource based on a result of the delivery of 

the simulated computer communication to the computer resource. 

28. The method of claim 27, wherein the point in the computer network 
includes an end-user point. 

20 



29. The method of claim 27, further comprising: 
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issuing, from a central source, a directive to generate the simulated 
computer communication; and 

receiving, at the central source, a report on the result of the delivery of 
the simulated computer communication to the computer resource. 

30. Computer software, residing on a computer-readable storage 
medium, comprising a set of instructions for use in a computer system to 
cause the computer system to: 

cause a transaction to be executed that emulates an end-user's 
interaction with a software application, wherein the transaction includes 
communication with the software application across a network. 



31. Computer software, residing on a computer-readable storage 
medium, comprising a set of instructions for use in a computer system to 

15 cause the computer system to: 

generate a simulated computer communication at a point in a computer 

network; 

use a non-simulated network resource to deliver the simulated 
computer communication to a computer resource; and 
20 evaluate the computer resource based on a result of the delivery of the 

simulated computer communication to the computer resource. 
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32. A system comprising: 

a system that causes a transaction to be executed that emulates an end- 
user's interaction with a software application, wherein the transaction includes 
communication with the software application across a network. 

33. A system comprising: 

a generator that generates a simulated computer communication at a 
point in a computer network; 

a utilizer that uses a non-simulated network resource to deliver the 
simulated computer communication to a computer resource; and 

an evaluator that evaluates the computer resource based on a result of 
the delivery of the simulated computer communication to the computer 



resource. 
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